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Summary of Defect: 





1)  In the tables


    5.3.5.2.14.2  Airborne Router - Subnetwork Connection Responder


    5.3.5.2.14.3  Airborne Router - Subnetwork Connection Initiator


    5.3.5.2.14.4  Air/Ground Router - Subnetwork Connection Responder


    5.3.5.2.14.5  Air/Ground Router - Subnetwork Connection Initiator


of the APRLs for Air/Ground Route Initiation the conditional compliance


requirement used in the first entry of the tables is not carried forward


to subsequent entries even though they are similarly conditional.





2)  In the APRL table 5.3.5.2.14.3 (Airborne Router - Subnetwork


Connection Initiator), the last column (ATN Support) of the item


"ISHinCR-ai" has a typo in the predicate. The predicate should be


"SendISH-ai and fsSubnet" instead of "SendISH-ar and fsSubnet"


 


3)  In the APRL table 5.3.5.2.14.6 (Termination Procedures), the ATN


Support (last column) of the items "Watchdog" (line 2) and "ConfigWD"


(line 3) should be conditional on "no support of clear indication" (i.e.


leave event) from the mobile subnetwork.


 


4)  In the APRL table 5.3.5.2.14.1 (General), incorrect ATN SARPs


references (third column) are listed for the items "noIDRP-a",


"noIDRP-ag", and "lvSubnet". 





Assigned SME:                   Sub-Volume V SME (K.-P. Graf)





Proposed SARPs amendment: 





1)  In Table 5.3.5.2.14.2 (Airborne Router - Subnetwork Connection


Responder) add the predicate "giOragSubnet" to the last column (i.e. ATN


Support Column) of the entries in line 5 through 10 to read: 





Table line 5 (Item negNoIDRP-ar): "giOragSubnet and noIDRP-a:M"


Table line 6 (Item negIDRP-ar): "giOragSubnet and ^noIDRP-a:M"


Table line 7 (Item autoRoute-ar): "giOragSubnet and noIDRP-a:M"


Table line 8 (Item initIDRP-ar): "giOragSubnet and ^noIDRP-a:M"


Table line 9 (Item supISH-ar): "giOragSubnet and ^noIDRP-a:O"


Table line 10 (Item valNET-ar): "giOragSubnet and ^noIDRP-a:O"





2)  In Table 5.3.5.2.14.3 (Airborne Router - Subnetwork Connection


Initiator) add the predicate "EventDrvn or pollReq" to the last column


(i.e. ATN Support Column)of the entries in line 7 through 12 to read: 





Table line 7(Item negNoIDRP-ai): "(EventDrvn or pollReq) and noIDRP-a:M"


Table line 8(Item negIDRP-ai):  "(EventDrvn or pollReq) and ^noIDRP-a:M"


Table line 9(Item autoRoute-ai): "(EventDrvn or pollReq) and noIDRP-a:M"


Table line 10(Item initIDRP-ai): "(EventDrvn or pollReq) and


^noIDRP-a:M"


Table line 11(Item supISH-ai): "(EventDrvn or pollReq) and ^noIDRP-a:O"


Table line 12(Item valNET-ai): "(EventDrvn or pollReq) and ^noIDRP-a:O"





3) In Table 5.3.5.2.14.4 (Air/Ground Router - Subnetwork Connection


Responder) add the predicate "aiOragSubnet" to the last column (i.e. ATN


Support Column) of the entries in line 3 and 6 through 11 to read: 





Table line 3 (Item emgncy-agr): "aiOragSubnet:M"


Table line 6 (Item negNoIDRP-agr): "aiOragSubnet:M"


Table line 7 (Item negIDRP-agr): "aiOragSubnet:M"


Table line 8 (Item autoRoute-agr): "aiOragSubnet:M"


Table line 9 (Item initIDRP-agr): "aiOragSubnet:M"


Table line 10 (Item supISH-agr): "aiOragSubnet:O"


Table line 11 (Item valNET-agr): "aiOragSubnet:O"





4) In Table 5.3.5.2.14.5 (Air/Ground Router - Subnetwork Connection


Initiator) add the predicate "goOragSubnet" to the last column (i.e. ATN


Support Column) of the entries in line 5 through 10 to read: 





Table line 5 (Item negNoIDRP-agi): "goOragSubnet:M"


Table line 6 (Item negIDRP-agi): "goOragSubnet:M"


Table line 7 (Item autoRoute-agi): "goOragSubnet:M"


Table line 8 (Item initIDRP-agi): "goOragSubnet:M"


Table line 9 (Item supISH-agi): "goOragSubnet:O"


Table line 10 (Item valNET-agi): "goOragSubnet:O"





5) In Table 5.3.5.2.14.3 (Airborne Router - Subnetwork Connection


Initiator), change the predicate in the last column (ATN Support) of the


item "ISHinCR-ai" (line 6) from "SendISH-ar and fsSubnet" to "SendISH-ai


and fsSubnet".





6) At the end of Table 5.3.5.2.14.1 (General) add new table line with


the following entries: 


Item = sgClearInd


Description = Provision of subnetwork generated Clear Indication


ATN SARPs Reference = 5.3.5.2.13


ATN Support = O





7) In Table 5.3.5.2.14.6 (Termination Procedures), change the entry in


the last column (ATN Support) of the item "Watchdog" (line 2) from "M"


to "^sgClearInd:M"





8) In Table 5.3.5.2.14.6 (Termination Procedures), change the entry in


the last column (ATN Support) of the item "ConfigWD" (line 3) from "O"


to "^sgClearInd:O"





9) In Table 5.3.5.2.14.1 (General), change the ATN SARPs reference


(third column) of the item "noIDRP-a" (line 7) from "5.3.2.12.3" to


"5.3.5.2.12.3"





10) In Table 5.3.5.2.14.1 (General), change the ATN SARPs reference


(third column) of the item "noIDRP-ag" (line 8) from "5.3.2.12.2" to


"5.3.5.2.12.2"





11) In Table 5.3.5.2.14.1 (General), change the ATN SARPs reference


(third column) of the item "lvSubnet" (line 9) from "5.3.2.13" to


"5.3.5.2.13"








SME Recommendation to CCB:   





CCB Decision:  Proposed SARPs amendment agreed 





Remark: A marked-up version of the Tables 5.3.5.2.14.2 through


5.3.5.2.14.5 highlighting the changes proposed in items 1 through 4


above can be found on the CENA archive in the directory atnp/ccb/sme5


under the file name 98_6_5.zip


