


Aeronautical Telecommunications Network Panel (ATNP)





7th Meeting of the Internet Working Group (WG 2)





Feb 05 - 09, 1996


SOUTH BRISBANE, AUSTRALIA





COMMUNIQUE TO AMCP


CONCERNING VDL SNDCF REQUIREMENTS





A change to the Subnetwork Dependent Convergence Facility (SNDCF) for ISO 8208 mobile subnetworks as currently specified in Subvolume V (Internet Communications Service) of the CNS/ATM-1 Package Draft SARPs was proposed to the 7th meeting of ATNP WG 2 in order to support the requirements of the VDL subnetwork. In this context, ATNP WG 2 noted that additional SNDCF requirements for the VDL subnetwork have been developed by AMCP WG-C and defined in the VDL Draft SARPs.





ATNP WG 2 was concerned that the specification of  subnetwork specific SNDCF requirements in the individual subnetwork SARPs may result in several subnetwork specific SNDCF implementations. ATNP WG 2 recognised the need for a single, generic SNDCF specification in the CNS/ATM-1 Package SARPs which accommodates the requirements of all mobile subnetworks that are foreseen to be used in the ATN in the timeframe of the CNS/ATM-1 Package.





AMCP WG-C is requested to bring any additional VDL SNDCF requirements to the attention of ATNP WG 2, preferably in the form of defect reports and associated change proposals against the current specification of the SNDCF for mobile ATN subnetworks (contained in Chapter 7 of Version 3.14.0 (dated 29 December February 19956) of Subvolume V of CNS/ATM-1 Package Draft SARPs). With this information ATNP WG 2 will review and amend the SNDCF specification, as appropriate.





Given that ATNP WG 2 intends to include the VDL SNDCF requirements into the generic SNDCF specification of the CNS/ATM-1 Package SARPs, it is recommended that no requirements related to the provision of the connectionless network service (ISO 8473) over the VDL subnetwork are included in the VDL SARPs. 





Action





The ATNP secretary is asked to pass this inter-panel communications to the AMCP secretary for consideration at the next AMCP meeting. A response The VDL SNDCF requirements are required from AMCP is required by ATNP WG 2 until its next meeting (22-26 April 1996) in order to ensure that they are implemented, where appropriate, in the CNS/ATM-1 Package SARPs which will be submitted to ICAO in June 1996 for presentation to ATNP/2 in November 1996..
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