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Proposed Changes to Sub-Volume 1





The following are the comments/concerns from WG2 after reviewing WG2 WP 259 (“CNS/ATM-1 Package Sub-Volume 1”) and WG2 WP 264 (“The Impact of Sub-Volume 1 on Sub-Volumes 2 through 5”).  





WG2 accepts all actions detailed in WP 264 and has assigned members of WG2 to complete these actions.





Proposed changes to Sub-Volume 1:


para 1.1.1 e) proposed to read “Air Traffic Services”(ACCEPTED)


para 1.1.1 g) proposed to read “Upper Layer_”(CHANGED Upper Layers)


figure 1.1-2 2nd level heading proposed to read “CNS/ATM-1 application 	services” (DENIED)


para 1.2.1.1 provide the following note to explain use of “The ATN” vice CNS/ATM-1.  The note should read: “Note. This requirement refers to “The ATN” vice “CNS/ATM-1” to impose the requirement on the ATN infrastructure, vice the SARPs.”(DENIED)


para 1.2.1.1 proposed to read “The ATN shall be based on International Organization for Standardization (ISO) Open Systems Interconnection (OSI).”(changed to “use” not “be based on”)


para 1.2.1.5 proposed to read “CNS/ATM-1 shall employ ATSC traffic types inn accordance with the criteria in Table 1.2-1.” (ACCEPTED and now refer to traffic classes NOT traffic type)


table 1.2-1 2nd column proposed to read “ATSC Traffic Types” (ACCEPTED)


table 1.2-1 should include a column of values for the transit delay at the mean value.  


para 1.2.1.8 proposed to read “CNS/ATM-1 shall provide means to unambiguously address all ICAO and IATA End and Intermediate Systems.”(“all ATN End and Intermediate Systems ACCEPTED)


para 1.2.1.10 proposed to be placed immediately following para 1.2.1.1 (ACCEPTED)


para 1.2.1.11 proposed to read “CNS/ATM-1 shall support fixed and mobile platforms.”(DENIED)


para 1.2.1.12 This system level requirement is too generic (possible reference to ISO 8208) (


para 1.2.1.13 proposed to read “CNS/ATM-1 shall enable an aircraft Intermediate System to be connected to a ground Intermediate System via simultaneous multiple concurrent mobile subnetworks.” (DENIED use “Concurrent”)


paras 1.2.1.16 - 1.2.1.21 all are proposed to read “CNS/ATM-1 shall be capable of establishing, maintaining, releasing, forwarding and aborting…” (ACCEPTED)


para 1.2.1.22 proposed to read “CNS/ATM-1 shall enable communication priorities to ensure that safety related communications are given preference over non-safety related communications.” (DENIED use “safety and regularity of flight”)


para 1.2.1.22 propose to move after 1.2.1.5 (related to traffic types)





New derived requirements proposed by WG2”


extract priority tables from Sub-Volume 5 for inclusion in Sub-Volume 1.


“CNS/ATM-1 shall employ policy based routing” (ACCEPTED)


“CNS/ATM-1 shall enable the migration to future communication services through new subnetwork types, protocol types, services and a scaleable architecture”(DENIED)





